Model Guide for VENTWASH,0 UV Grease Extraction Hood
- <
UVEC (Entry Level) UVES
m Double layers of Ultra Performace Extractor, UPE m Double layers of Ultra Performace Extractor, UPE
m UV-C oxidation m UV-C oxidation
= Front face air supply discharge

High Performance UV
Grease Extraction Hoods

Al

®
VENT WASH20

UVWS (Comprehensive)
UVWE m Double layers of Ultra Performace Extractor, UPE
m Double layers of Ultra Performace Extractor, UPE m UV-C oxidation
m UV-C oxidation m Front face air supply discharge
= Water wash clean-in-place technologies m Water wash clean-in-place technologies

Description Dimension (mm)

W D
Water Wash Exhaust Hood with UVC and Supply Air Plenums Custom made Custom made

Water Wash Exhaust Hood with UVC Oxidation Custom made Custom made
Exhaust Hood with UVC and Supply Air Plenums Custom made Custom made

Exhaust Hood with UVC Oxidation Custom made Custom made

All specifications are subjected to change without prior notice
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UENT WWASH,

Structure of VENTWASH,O UV Grease Extraction Hood

ENTWASH,0 UV Grease Extraction Hoods equip with UV-C
oxidation technologies, which can eliminate a wide range of

grease, odor and bacteria effectively from the exhaust. The D. Water Wash Jets: H.Access Gate: _ _ G. Make-up Air Diffuser:

svstem combines safetv. reliability. performance and cost Keep the UVC, Grease Extractor and Front door design for easy inspection Evenly distributed with perforated hole
y . . . . Ve VP . exhaust system in optimal clean and maintenance for the UV-C lamp. diffuser; provides make-up air without

efficiency in a simple exhaust treatment package, which can be conditions. creating turbulence to influence

widely applied to communities, basement and low ceiling shop.
Entry level with optional accessories are available for different
needs.

exhaust performance.

A.UV-C Lamps:
Special high output UV-C lamps
Operation Principles of VENTWASH,0 UV from Heraeus Noblelight breaks
Grease Exhaust System down the grease and odor molecules .

B. Grease Extractor:

— The unique design ultra
~ performance grease extractor
separates grease particles from
the exhaust hood.
C. Water Baffle:

Removable baffle design prevents
food contamination from water

€ Blue:  Water Sprinkling Direction WaShing CVCIE' ; F. Su!Jer Capt.ure l!p: )

& Purple: Grease E. Water Drainage Trough: Fluid dynamic designed capture lip

¢ Green: Neutralized Grease Waste water from water washing cycle provides maximum capture capacity to

0. ticl h h the Ultra Perf Extract is collected and drained to designated capture fume inside hoods and redirect
arge paruicles pass through the Ultra Feriormance Extractor point for easy maintenance and to intake slot.
with a high face velocity, oil and grease will be separated from inspection

the steam by centrifugal force; majority of the oil and grease
will be separated.

Comparison hetween VENTWASH,0 and Traditional Model

@ The stream will go through the UV-C lamp array for further

treatment. UV light and ozane is generated by the UV-C lamps, VENTWASH,0 UV Hood System Traditional Ventilator
which can break down oil and grease particles into harmless — - -
molecules. The treated stream can then be exhausted into the Principle Water wash system with UV oxidation technology Hydro-Washing | Grease Filter Type
duct system directly. Operation Efficiency 91% 20% ~ 70%
€© After UV neutralization, grease transforms into dust and - Lower risk of fire hazard as grease is neutralized by - Greater risk of fire hazard as grease is untreated after the
CO,. And they all can be emitted through the ventilation system. Safety Photolysis that can prevent grease particles from filtration process, thus they will be easily accumulated in
accumulating in the exhaust duct. the exhaust plenum.
0il Removal Efficiency for UV Extraction System - Cleaning and maintenance cost can be saved as less - Regular cleaning to maintain the cleanness of hood and
Operation Cost grease is accumulated in the exhaust plenum via intake exhaust plenum which generates huge amount of
slot. operation cost.

Traditional
I Total 91% Grease Removal Efficiency
Exhaust System = *Hong Kong EPD - STANDARD TESTING PROCEDURES (STP) FOR

oo 0,006 0,006 EVALUATION OF REMOVAL EFFICIENCY OF

Tested according to CMA standard: AP0015661(8)

COOKING FUME CONTROL EQUIPMENT, TESTED by CMA, March 2012
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